
RECOMMENDED USES

• Protective Coating for Seamless

flake flooring

• Protective Coating over Epoxies,

and Metallic Epoxy flooring 

• Honed concrete / Internal or

external 

• Garage floors and Workshops

• Internal car parks 

• High Traffic Areas 

• Industrial and Domestic

applications 

• Storage facilities 

• Warehouses and Factories

• Aircraft Hangars

• Food Preparation areas

FEATURES & BENEFITS

Quick curing process allows

for a fast turnaround under

typical conditions, light foot

traffic is possible after 3-5

hours. Passenger vehicles

able to return after 24 hours,

full cure is achieved after 5-7

days. 

Excellent Resistance to

Chemicals

Highly resistant to impact

and wear

Superior UV protection and

High Gloss appearance

Adheres effectively to

concrete, fibreglass and

primed metal and wood

Offers the ability to create

diverse colours, patterns,

and logos by incorporating 

Decorative flake, metallics or

signage. 
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POLYGUARD      

DESCRIPTION

PolyGuard stands apart as a cutting-edge polyaspartic coating system that

combines rapid curing capabilities with unparalleled durability. 

Its exceptional resilience makes it suitable for a wide range of applications,

including heavy-duty floor coatings and other demanding environments.

This versatile system cures rapidly, minimising downtime while delivering a

high-performance, long-lasting protective surface. 

TECHNICAL DATA

Solids content (mixed):                      
Coverage:                                               
Mixing ratio by weight A:B:             
Pack Size:                                                   
Pot life:                                                       
Touch dry 25C:                                        
Thorough Dry:                                         
Recoat:                                                        
Application Temp:                                 
Gloss level:                                                 
Colour: 
Total VOC
        
              *Humidity dependent, higher humidity will reduce working time of Polyguard.
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90% 
6-8 sqm’s per litre
1:1 
10 litre kit
30-40 mins* 
3-6 hours*
24 Hours*
After 6 hours mechanical abrasion is required
10 Degrees – 30 Degrees
High gloss 
Clear 
Low
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POLYGUARD        

SURFACE PREPARATION

New concrete must be cured for a minimum of 28 days before coating. Surface to be treated must be
cleaned and structurally sound. If pre-existing coatings exist, it should be removed, all non-structural
cracks and holes should be repaired with AFS Epoxy Repair Kit. The surface must be clean, dry, and free
from all traces of loose material, old coatings, curing compounds, release agents, laitance, oil, grease,
mildew, dust, and other contaminants. 
All new or old concrete surfaces should be prepared by mechanical grinding, abrasive blasting, or any
other suitable preparation/cleaning methods. The moisture content should be less than 4%.
We do not recommend Acid or wet etching.

MIXING  

Clear Product

Mix Part B into Part A and stir thoroughly until the mixed product has a uniform consistency ensuring to
scrape the sides and bottom. It is recommended that a mechanical stirrer is used at a medium speed to
prevent air entrapment. Mix by volume of 1:1. 
If thinning out with Thinners, don’t exceed 10% of the mixed volume of product. 
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APPLICATION 

DIRECTLY ONTO CONCRETE

Primer:
We recommend applying our PRIMER with brush and roller prior to applying PolyGuard to the substrate.
Prime coat will be dry after an hour. 

Pigmented Base Coat: 
Use a Brush and Roller to roll out pigmented PolyGuard evenly across the substrate. 
If decorative flake is required, broadcast flake over PolyGuard by working in small, manageable areas. 

AS A PROTECTIVE COATING

Use a Brush and Roller to apply ONE coat of clear Polyaspartic over decorative epoxy finish. 
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Pigmented Product

If pigment version of the PolyGuard is required, add the contents of the pigment into Part A and mix
thoroughly for 3 minutes before adding Part B to the tinted Part A. 
Mix ratio becomes 1.2 parts of Part A to 1 Part of B. Example 1.2 litres of Part A and 1 Litre of Part B, mix
thoroughly on medium speed for 3 minutes. 
Our recommendation is to mix 4 litres of PolyGuard, the product can rapidly cure if mixed in larger
volumes. 
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CLEAN UP

Use AFS Solvent or Thinners to wash all tools immediately following application.
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PRECAUTION
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* Our recommendation is to mix 4 litres of PolyGuard, the product can rapidly cure if mixed in larger
volumes. 
* Do not apply if substrate has signs of hydrostatic pressure or rising dampness. Substrate must have a
moisture reading of less than 4%.
* Do not apply if surface is subjected to unusually high temperatures. 
* All curing times mentioned in this TDS are based on temperatures of 25°C. Lower temperatures will
extend curing times.
* Avoid applying PolyGuard if humidity exceeds 85%

SAFETY

Hazardous Products Recommended PPE:
Solvent resistant gloves 
Safety eye wear 
Appropriate footwear 

Consult MSDS for detailed information

Important information
Please ensure you read the SDS and TDS thoroughly and carefully prior to use. Application, performance, or safety data may change

from time to time. In the event of an emergency, contact the Poisons Information Centre (13 11 26 within Australia) or a doctor for
advice. IF THE SITUATION IS LIFE THREATENING DIAL 000 IMMEDIATELY. Industry standards recommend the accurate recording of
time ,dates, batch numbers, consumption rates and environmental conditions including the substrate and air temperatures, humidity
levels, dew point readings during both the application and curing processes. Full material warranties cannot be provided unless all the

relevant data has been recorded accurately and in accordance with industry standards. 

Product Disclaimer
Australian Flooring Systems does not accept liability either directly or indirectly for any losses that arise from the use or application of

the product in accordance with any advice, specification, recommendation or given by Australian Flooring Systems.
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