
RECOMMENDED USES

Factories

Workshops

Carparks

Ramps

Warehouses

Garages

Bars and Pubs

Schools

Sporting Clubs

Storerooms

FEATURES & BENEFITS

Good abrasion resistance

Good Resistance to

chemicals and oils

Excellent Colour Stability

Very low shrinkage

Smooth or non-slip finish

options

7 Colour packs in the range

Low VOC’s

Easy to apply
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SC100 HS EPOXY TDS

DESCRIPTION

SC100 HS Epoxy is a 100% Solids, solvent based, two-part, high gloss epoxy

coating which has been designed for use as a protective and decorative coating

for Residential and Industrial use. 

SC100 can be used as a base coat for flake decorative coatings or as a

standalone epoxy roll coat where a durable coating is required. 

SC100 HS Epoxy can be tinted using one of the 7 standard SC100 colour packs.

TECHNICAL DATA

Pack Size:
Gloss level:
Mixing ratio:
Solids (mixed):
Coverage:
Chemical resistance:
Cure Time @25°C, 55% 
Full Cure:
Pot Life @25°C , 55% RH:
VOC:
Shelf Life:
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Part A - 10 Litres / Part B - 5 Litres
Gloss
2:1 by Volume
100%
5 – 8 sqms per litre per coat
Good
8 hours
7 days
35 minutes
Low
18 Months
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SC100 HS EPOXY TDS

SURFACE PREPARATION

New concrete must be cured for a minimum of 28 days before coating. Surface to be treated must be
cleaned and structurally sound. If pre-existing coatings exist, it should be removed, all non-structural
cracks and holes should be repaired with AFS Epoxy Repair Kit. 

The surface must be clean, dry, and free from all traces of loose material, old coatings, curing
compounds, release agents, laitance, oil, grease, mildew, dust, and other contaminants.

All new or old concrete surfaces should be prepared by mechanical grinding, abrasive blasting, or any
other suitable preparation/cleaning methods. The moisture content should be less than 4%.

MIXING
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APPLICATION 

Prime Coat 
Apply Aquaprimer WB Epoxy evenly using a brush or lint free roller, with an estimated coverage rate of 5-
6 sqm per litre, depending on the substrate. Diluting the first coat with 10% water is recommended if
applying onto honed concrete or very porous concrete.

First Coat 
Apply first coat of SC100 with brush, a good quality lint free roller, or squeegee. First coat can be diluted
5% with AFS Solvent. One coat is sufficient for broadcasting decorative flake.

Second Coat (Where applicable)
Second coat will provide a superior durable harder wearing system, can be combined with anti-slip
products to achieve a desired slip rating, by encapsulating the material between the first and second
coat. Second coat must be applied within 24 hours of the first coat to ensure the two coats have
chemically bonded. Outside of 24 hours the first coat will need to be sanded to allow the second coat to
adhere to the first coat. Completing two coats will ensure solid colour appearance will be achieved.

Precaution 
* All curing times mentioned in this TDS are based on temperatures of 25°C. Lower temperatures will
extend curing times. If the temperature in your region is 12.5°C, all curing times will double e.g., full cure
will be approximately 14 days. 
* Do not apply if substrate is subject to hydrostatic pressure or rising dampness. 
* Do not apply if surface is subjected to unusual high temperatures above ambient temperature. 
* Do not apply if the surface temperature is over 30°C, or if the surface temperature is subject to raise
above 30°C during applying, or after application within the curing time, or if relative humidity is
suspected to become above 85%.
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Mix Ratio 2:1 (2 Parts A: 1 Part B) 
Thoroughly mix each part ensuring to clean the mixer between mixing each part to avoid cross
contaminating either product. Mix Part B into Part A and stir thoroughly until the mixed product has a
uniform consistency.

It is recommended that a mechanical stirrer is used at a low speed for this process to achieve optimum
uniformity. 

Mix for 1-2 minutes to ensure the two components are thoroughly mixed.
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Important information
Please ensure you read the SDS and TDS thoroughly and carefully prior to use. Application, performance, or safety data may change

from time to time. In the event of an emergency, contact the Poisons Information Centre (13 11 26 within Australia) or a doctor for
advice. IF THE SITUATION IS LIFE THREATENING DIAL 000 IMMEDIATELY. Industry standards recommend the accurate recording of
time ,dates, batch numbers, consumption rates and environmental conditions including the substrate and air temperatures, humidity
levels, dew point readings during both the application and curing processes. Full material warranties cannot be provided unless all the

relevant data has been recorded accurately and in accordance with industry standards. 

Product Disclaimer
Australian Flooring Systems does not accept liability either directly or indirectly for any losses that arise from the use or application of

the product in accordance with any advice, specification, recommendation or given by Australian Flooring Systems.
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SAFETY

Hazardous Products Recommended PPE:
• Organic vapour respiratory mask 
• Solvent resistant gloves 
• Safety eye wear 
• Appropriate footwear 
This epoxy is classified as hazardous, and it is recommended that you refer to the Material Safety Data
Sheet (MSDS)


