
RECOMMENDED USES

Natural Stones – Terracotta,

Travertine, Sandstone, Basalt,

Crazy Paving

Concrete – Plain, Coloured and

Exposed

Masonry Surfaces

Concrete Pavers

Clay Bricks

Tiles and Grouts 

Outdoor dining area /

Entertainment Areas

Pool Surrounds          

Carparks and Public walkways 

FEATURES & BENEFITS

Good Resistance to water

base and oil stains

Long lasting protection and

high durability

Reduced water absorption

and prevention of algae and

mould growth

Non film forming natural

finish that preserves original

surface appearance and

texture. 

Environmentally friendly

water-based technology with

no volatile organic

compounds.
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STREETSEAL TDS

DESCRIPTION

StreetSeal is a water-based penetrating sealer that can repel both oil, water,

making it ideal for use on masonry surfaces to resist stains. StreetSeal will

maintain the original appearance and vapor permeability of the substrate.

StreetSeal provides protection against various stains, such as food, wine, oil,

and tannin. This product is an eco-friendly, water-based solution which makes it

a great alternative to solvent based sealers.

TECHNICAL DATA

Pack size:
Coverage:
Appearance:
PH value:
Solubility in water:
VOC content:
Heavy Traffic:

Ph: 1800 433 953                                                               Email: info@ausflooringsystems.com.au                                   Website: www.ausflooringsystems.com.au

Page 1

5 litres & 20 litres
5-20 sqm per litre*
White Emulsion
7-9
Miscible in water
Nil
after 24 hours

Optimum results will be achieved after 7 days or more.
*Coverage is dependent on the porosity and finish of the concrete.
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STREETSEAL TDS

SURFACE PREPARATION

New concrete must be fully cured before applying Densiseal. Surface to be treated must be cleaned and
structurally sound. If pre-existing coatings exist, it should be removed. The surface must be clean, dry,
and free from all traces of loose material, old coatings, curing compounds, release agents, laitance, oil,
grease, mildew, dust, and other contaminants. 
In the case of acid treated concrete, the concrete should be completely neutralised and thoroughly
rinsed with water and allowed to dry before application.

MIXING
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APPLICATION 

First Coat
StreetSeal can be applied using various methods, with brush, roller, lamb’s wool applicator or low
pressure and a soft bristle broom. During application it is important to ensure that the treated surface
has a glossy, wet film appearance. 

Second Coat 
After the first coat is absorbed, immediately apply a second coat using a wet-on-wet technique to ensure
deep penetration of the sealer. This wet-in-wet application may be repeated a few times until the surface
is fully saturated with no further absorption is observed. Any excess liquid on the surface for more than
15-20 minutes should be removed to prevent uneven finishes caused by excessive sealer accumulation.
The number of coats required varies depending on the substrate's porosity, with two coats typically being
sufficient for most substrates. However, porous substrates may require additional coatings, maintaining
the same wet on wet method.
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Shake bottle well before use. 

CLEAN UP

Use mineral turpentine or organic solvents.
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IMPORTANT NOTICE
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Do not apply if extreme weather conditions are expected. 
The surface to be treated should be dry. 
A test MUST be carried out prior to application to find out the suitability of this product for the purpose.
It's important to note that the sealer does not provide protection against surface etching or wear.
However, StreetSeal does facilitate easier maintenance and cleaning of the treated surface.
Strongly recommended that stains should be removed from the contaminated surface as soon as
possible to avoid possible permanent staining. Apply a small amount of dishwasher detergent, scrubbed
with a Nylon brush and running water.

Always stir or shake the product before use!

Important information
Please ensure you read the SDS and TDS thoroughly and carefully prior to use. Application, performance, or safety data may change

from time to time. In the event of an emergency, contact the Poisons Information Centre (13 11 26 within Australia) or a doctor for
advice. IF THE SITUATION IS LIFE THREATENING DIAL 000 IMMEDIATELY. Industry standards recommend the accurate recording of
time ,dates, batch numbers, consumption rates and environmental conditions including the substrate and air temperatures, humidity
levels, dew point readings during both the application and curing processes. Full material warranties cannot be provided unless all the

relevant data has been recorded accurately and in accordance with industry standards. 

Product Disclaimer
Australian Flooring Systems does not accept liability either directly or indirectly for any losses that arise from the use or application of

the product in accordance with any advice, specification, recommendation or given by Australian Flooring Systems.
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MAINTENANCE

If water or stains remain in contact with the surface for an extended period, absorption and staining can
still occur due to the open capillaries. It is highly advisable to promptly remove any stains from the
affected surface to prevent potential permanent staining. 
General cleaning methods are recommended for stain removal.

STORAGE AND HANDLING

Wear appropriate safety equipment to avoid skin and eye contact.
Wash hands after use.
The sealer should be kept in the sealed original container under 25 Degrees

KEEP OUT OF REACH OF CHILDREN


