
TECHNICAL DATA SHEET 

CurePro CP is a water-based curing compound that's
intended for application on recently poured and smoothed
concrete surfaces. Its purpose is to limit water evaporation
during the initial curing phase of the concrete, consequently
enhancing the curing procedure. This product hasn’t been
formulated to meet AS3799. It’sformulation does not contain
any waxes, paraffin waxes, or oils. It generally won't disrupt
subsequent processes such as applying toppings, tiling,
rendering, or applying surface coatings, which are frequently
employed in various industries. CurePro CP is not
categorized as a hazardous product and will naturally
degrade into a powder form after being exposed to sunlight
for approximately 6-8 weeks. 
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FEATURES & BENEFITS

• Easy to use

• Water based

• Fugitive Dye

• Suitable for after trades

• Non-Hazardous

• Eliminates the need for damp

hessian curing

• PVA Based

Pack Size: 

Coverage: 

Appearance: 

Mix Ratio:

Drying Time:

20 litres 

5-7 sqm per litre

White Dye that disappears

Apply UNDILUTED directly onto concrete

Approximately 30 minutes at 25 Degrees . 

APPLICATION 

CurePro CP should be shaken prior to use. Product should be applied neat. DO NOT dilute with water. 

The concrete should be free from any surface water, after the final trowel and when the concrete sufficiently

cured to support light foot traffic apply CurePro CP at the rate of 5 sqms per litre. Using a low-pressure

pump spraying starting from one direction and then 90 degrees to the previous coating. 

Ensure a gentle and even spray, avoid holding nozzle too close to the concrete. Avoid the product pooling in

low lying areas. Areas that are more porous than others, may require an additional coat.
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CurePro CP does not meet AS3799 standards 

Avoid applying CurePro CP to locations subjected to rising damp or wet areas. 

Avoid applying CurePro CP in extreme temperatures above 40 Degrees and below 5 degrees 

 CUREPRO CP 

Version 1.1 Issue date 30/07/24

Ph: 1800 433 953                                                               Email: info@ausflooringsystems.com.au                                   Website: www.ausflooringsystems.com.au

Page 2

IMPORTANT NOTE 

KEEP OUT OF REACH OF CHILDREN 

STORAGE 

Product should be kept in the sealed original container under 25 Degrees. Do Not Allow to Freeze.

 Shelf Life 18 months in an unopened container. 


